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End stop End stop

End stop 

• Foot can be snapped on TS35 DIN rail
• Housing made from polyamide 6.6 UL 94 V-2
• Outstanding mechanical attachment
• Can be snapped on without any tools

 
 
 
 
 
 
 
 
 

Size
Size (L x W x H) with TS35x7.5 mm

Type
Type Colour
Cat. no.
Type Colour
Cat. no.
Colour variants
Accessories
Marker holder
Cat. no.
Marker holders for direct labelling
Cat. no.
Quick marking SB
Cat. no.
Quick marking BSTR
Cat. no.
Marker holders for direct labelling 
Cat. no.
Marker holder
Cat. no.

SES 35

 
 
 
 
 
 
 
 
 

48 x 8 x 47.1 
 

SES 35 BG 
17250.2
SES 35 BK
17250.4

ZSchT 5 
3777.0
ZSchT 6
3807.0
PMC SB 8/40 WH
9323.7
PMC BSTR 8x12/21 WH
9410.7
SchT9
3749.0
SchT11
2530.0

SHES 35

 
 
 
 
 
 
 
 
 

66 x 13.4 x 60.5 
 

SHES 35 BG 
17259.2

 
 
 
 
 
 
PMC SB 8/40 WH
9323.7
PMC BSTR 8x12/21 WH
9410.7

Qty.

50

50

Qty.

20

Qty.

100

100

400

210

100

100

Qty.

400

210

.2 .2.4 .4

No-screw end stop SES 35

The screwless SES 35 has the same shape as the SRK/SSL and  

RK/SL screw terminals when used with wire cross-sections up to 10 

mm².  Larger terminals can also be securely fastened to the DIN rail 

between two SES 35s. You can snap on a group marker to the end 

stop as well.

The SES 35 attaches to a variety of different TS 35 DIN rails, for a se-

cure form-fit connection. This strong mechanical grip is ensured by 

four stainless steel springs in the foot, so that the end stop can be 

quickly attached using no screws. This also provides an extremely 

strong connection for various types of terminal blocks and compo-

nents to the DIN rail.

End stop SHES 35

The SHES 35 end stop provides even larger 

terminal blocks and stud terminals (for wire 

cross-sections up to 300 mm²) with improved 

mechanical stability. This end stop is made of 

a hardened metal core which is covered by a 

plastic housing. The housing has several label-

ling options.

The SHES 35 attaches to a variety of different 

TS 35 DIN rails, for a secure form-fit connec-

tion. It encloses the DIN rail on both sides to 

achieve the necessary mechanical retention.

Shield-connection clip SAB...MF


